
Powerful Recovery Capability

Navistar Defense’s Medium Tactical Wrecker is 
engineered from a proven severe service platform 
to provide outstanding recovery capability at an 
affordable price. This heavy duty 6x6 is capable, 
easy-to-maintain, and proven in theater.  This 
Wrecker can be purchased through Foreign 
Military Sales using U.S. Army Contract W56HZV-
20-D-0016.
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Medium Tactical Wrecker

Length:
9,855 mm (388”)

Wheelbase:
6,553 mm (258”)

Height:
2,819 mm (111”)

  Seating: Driver, Commander and three 
additional crewmembers

  Towing Capacity: 22,680 kg (50,000 lbs)

Chassis: International® HV™

Engine: Cummins 8.9L 

Horsepower: 213 kw (290 hp) @  
2,100 rpm

Torque: 1,050 Nm (774 lb-ft) @  
1,200 rpm

Suspension: 

Front: Parabolic Taper Leaf

Back: Walking Beam

GVWR: 24,766 kg (54,600 lbs)

Width: 2,515 mm (99”)

Additional Features:

• Manual transmission
• Electrical System: 12/24 volt
• Compatible with JP-8 and high-sulfur 

diesel fuel (10,000 PPM)

For more information on purchasing through  
U.S. Army Contract W56HZV-20-D-0016, contact 
NDBD@Navistar.com or call +1-708-617-4500.

Recovery Capability:

• Boom: 27 Long-ton (30 short-ton) with 270° 
rotation

• Retracted Underlift: 35,500 lbs
• Extended Underlift: 13,500 lbs


